


City of Crystal Lake

Stormwater Management System

Maintenance Plan and Agreement


This Agreement made as of this          day of                          ,               , by and between the City of Crystal Lake, an Illinois municipal corporation, referred to herein as “CITY”,                                                                    , referred herein as “CONTRACTOR” and                                                                    , referred herein as “RESPONSIBLE PARTY”, for the property described in Exhibit A attached hereto, which is located in the City of Crystal Lake, Illinois (said property hereinafter referred to as “PREMISES”).


WHEREAS, the term “Stormwater Management System” (referred hereinafter as “SYSTEM” shall be defined as the following:

1. Structural components including but not limited to detention/retention basins, swales/channels, storm sewer piping, outlet/inlet structures, culverts, outflow pipes, restrictors, vegetation, basin retaining walls, trash racks, trench drains, drywells, water quality best management practices (BMPs), and

2. All associated appurtenances contributing to the function and maintenance of these components.


WHEREAS, the RESPONSIBLE PARTY is responsible for all components of the SYSTEM located in those areas on the RESPONSIBLE PARTY’s PREMISES outside of dedicated street rights-of-way and described as the “Stormwater Management Easement” in the Plat of Subdivision (hereinafter referred to as the “EASEMENT DOCUMENT”) and recorded with the Recorder’s Office for the County of McHenry, State of Illinois as Document Number                                                   . 

WHEREAS, both parties acknowledge that adequate drainage must be maintained to keep water away from the roadways adjacent to the SYSTEM.

NOW, THEREFORE, the CITY and RESPONSIBLE PARTY hereby agree to the following terms and conditions:

1. Supplemental Maintenance.  The RESPONSIBLE PARTY is responsible for supplementing the maintenance, as required or as directed by the City Engineer, by repair or with replacement as the case may be, depending on the wear and tear of the provisions of the elements of the SYSTEM. 

2. Sub-Surface Maintenance Considerations.  The RESPONSIBLE PARTY will be responsible for cleaning and repairing the subsurface elements (culverts, outflow pipes, restrictors, etc.) and shall be especially guarded with these elements as they are not visually obvious as are the surface area elements.  If the subsurface elements become clogged, water may flood pavement surfaces and may cause extensive erosion damage or water flow blockage; therefore, subsurface element cleaning shall be made a routine maintenance activity by the RESPONSIBLE PARTY, which shall be scheduled at least once a year and may need to be performed on an as-needed basis or as directed by the City Engineer.  Experience will dictate the required cleaning frequencies for specific drainage items.

3. Record Keeping.  The RESPONSIBLE PARTY shall maintain separate and distinct records, according to the requirements of the Crystal Lake Stormwater Ordinance, for all tasks performed and associated with the approved plans.  The RESPONSIBLE PARTY shall record dates of maintenance visits and the specific work performed.  Maintenance records shall be kept by the RESPONSIBLE PARTY and be available for the CITY’s review upon request.

4. Dedicated Funding.  The CONTRACTOR is responsible for the maintenance of the SYSTEM during construction and for two years following the completion and acceptance of the SYSTEM.  The funding for this maintenance shall be the performance and maintenance surety (letter of credit or bond per the CITY’s requirements).  Once the CITY releases the maintenance surety, the RESPONSIBLE PARTY shall assume operation and maintenance of the SYSTEM.  As part of their operating budget, money shall be set aside by the RESPONSIBLE PARTY for the continuing maintenance of the SYSTEM.

5. Maintenance Provisions.  The RESPONSIBLE PARTY shall maintain the SYSTEM according to the provisions of the Crystal Lake Stormwater Ordinance including, but not limited to the following items:

a. General.  The RESPONSIBLE PARTY shall control litter and debris; properly dispose of sediment that has accumulated in the basins and structures as well as any wastes generated during maintenance operations; and repair riprap areas with the addition of new riprap, as necessary, of size and shape as originally specified on the approved plans.

b. Storage Facilities (Detention and Water Quality Treatment).  The RESPONSIBLE PARTY shall periodically check the inlets and outlets of the basin(s) and clean as necessary to ensure that the flow structures are not blocked by debris; perform monthly inspections of the outlet control structure(s); immediately remove any debris near the orifice; check all ditches for debris that may block flow

c. Monthly Inspections.  The RESPONSIBLE PARTY shall conduct monthly inspections during wet weather conditions from March to November of the following items:

i. Detention/Retention Basin Retaining Walls.  Inspect for settlement; breaks; erosion; signs of piping (leakage); and signs of seepage/wet spots on downstream face of a dam – repair if necessary.

ii. Shorelines.  Inspect for erosion and riprap failures; undermining; and damage or deterioration – repair if necessary. 

iii. Vegetation.  Inspect for the need for cutting (Non-native grasses shall be cut to no lower than 6” in height); need for planting, reseeding, or sodding (supplement alternative native vegetation is less than 50% of the area is not established and reseed with alternative grass species if original grass has not been successfully established); dead or damaged grassy areas (repair with sodding, seeding, or seeding + mulch); and invasive vegetation (remove where possible).

iv. Principal and Emergency Outlets.  Inspect for obstructions blocking outlet pipes, channels or spillways; condition of the outlet and inlet structures; condition of trash racks; any damage from debris, ice, or freezing; and outlet channel conditions downstream.

v. Access for Maintenance Equipment.  Inspect to ensure that access to SYSTEM is clear of obstructions (woodpiles, sheds, vegetation, etc.).  All applicable access/maintenance easements are shown on the EASEMENT DOCUMENT.

vi. Safety Features.  Check condition and repair/clean, if needed, any access controls to hazardous areas; fences; loose or damaged posts; loose or broken wires; accumulated debris in fences; gates; and signs.

vii. Volume.  Inspect any detention/retention facilities of the SYSTEM to ensure that the constructed volume for detention is maintained.  No sediment, topsoil, or other dumping into the SYSTEM shall be allowed.  Specific locations in the SYSTEM, designed to accumulate sediment, should be dredged as necessary to prevent sediment from reaching the invert of any gravity outlet pipe.

viii. Trench Drain.  Inspect any trench drains in the SYSTEM to ensure that the upper layer of stone has not become clogged with silt, clay, or garbage.  Sand/pea gravel layer shall be removed and replaced a minimum of every 2 to 5 years as necessary.

ix. Storm Sewers and Collector Systems.  Inspect to ensure that the storm sewers and collection structures of the SYSTEM are free draining in collection channels or catch basins; catch basins are clean with sediment removed from catch basins when more than 50% of the basin sump is filled; culverts are not obstructed by siltation deposits or debris and are cleaned as necessary; and that rim elevations are checked for change and that elevations are maintained per the approved plans (qualified person required to bring rims back to grade).

x. Swales.  Inspect dams in the swale and verify that the drainage ditches and side yard swales, if any, in the SYSTEM are maintaining originally constructed design slopes and cross-sectional areas per the approved plan.  If no fill or sediment contributes to elevation changes in the swale, re-grading and re-shaping shall be performed.  Licensed surveyors shall be required to layout and check grades.  No landscaping (except as shown on the approved plan), earthen fill, or other obstructions shall be allowed in the swales that would impede design drainage flow patterns.  If the bottom of the dry swales are not drawing down within 72-hours, the RESPONSIBLE PARTY SHALL rototill the bottom. 

d. Maintenance, repairs, and replacements of all landscaped areas shall be furnished by the RESPONSIBLE PARTY and shall include without limitation the following:

i. Added planting, replanting, care and maintenance of trees, shrubs, flowers, grass, and all other landscaping.

ii. Maintenance, repair, and replacement of the Stormwater Management Areas and improvements.

6. City Responsibilities.  The CITY will maintain those portions of the SYSTEM within the area described in the EASEMENT DOCUMENT as “Dedicated to the City of Crystal Lake” up to and including the inlet, but not including the lateral pipe connection to the remainder of the SYSTEM or any water quality treatment BMP’s.  For areas outside the roadway structure and in the parkway, the CITY’s duties will include all necessary work up to and including the backfill stage in the event of repair and replacement work on the SYSTEM.  For areas within the roadway structure, the CITY’s duties will include all necessary work up to and including the surface of the pavement.

7. Agreement Running with the Land.  This Agreement is to run with the land and shall be binding upon and inure to the benefit of the RESPONSIBLE PARTY, their successors, and assigns.  

Approved By:
Accepted By:

City of Crystal Lake
Responsible Party

By:___________________________
By:____________________________

(Signature)
(Signature)
Date:
Date: 

Name:      
Name:      

(Print)
(Print)

Title:      
Representing:      

(Print)
(Print)
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